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PACKAGING & STACKING LINES

INDECO's Packaging and Stacking Lines:

Line parameters:

Single and double head strapping

Coil outside diameter up to 2200 mm.

otandard inside diameters of 508 and 610 mm..
Max. output of 75 rings per hour (double head).
Coil weight up to 5 t.

Carbon steel, stainless steel, aluminium, non ferrous metals and alloys.
Cold rolled, hot rolled, pickled, Galvanized, any coating.

»>» METAL COIL SLITTING and CUT to LENGTH LINES
»>» LINEAS de CORTE LONGITUDINALY TRANSVERSAL
»» LIGNES de REFENDAGE et COUPE a LONGUEUR

o
-

L

High Production Rates With:

Coil car with or without coil retainer.

Turnstile in one, two or four configuration.
Manual, semi.automatic or automatic downenders
and coil upenders.

Single and double head strapping machines.
Strapping fastener material up on request.
Automatic pallet feeding.

Automatic spacer insertion for coils stacking.
Automatic scale with printer system.

Interface with slitter or cut to length line.
Magnetic, vacuum or mechanical coil stacking systems.
Custom taylored high-medium-low of automation
requirements.

Modem on-line teleservice.

Coil packaging:

Without production interruption
Circumferencial banding on recoiler
Customised packaging line lay-out
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PACKAGING & STACKING LINES

Technical information:

INDECO's Packaging and Stacking Lines:

Line parameters:

Single and double head strapping

Coil outside diameter up to 2200 mm.

Standard inside diameters of 508 and 610 mm..

Max. output of 75 rings per hour {(double head).

Coill weight up to 5 t.

Carbon steel, stainless steel, aluminium, non ferrous metals and alloys,
Cold rolled, hot rolled, pickled, Galvanized, any coating.

High Production Rates With:

Coil car with or without coll retainer,

Turnstile in one, two or four configuration,

Manual, semi.autormatic or autormatic downenders and coil upenders.
Single and double head strapping machines.

Strapping fastener material up on request,

Automatic pallet feeding.

Autornatic spacer insertion for coils stacking.

Autormatic scale with printer system.

Interface with slitter or cut to length line.

Magnetic, vacuurm or mechanical coil stacking systems.

Custom taylored high-medium-low of automation requirements,
Modem on-line teleservice,

Coil packaginag:

without production interruption
Circumferencial banding on recoiler
Customised packaaging line lay-out
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PACKAGING & STACKING LINES

MACHINES

3.- Coils stack exit for 5 t. weight
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PACKAGING & STACKING LINES

MACHINES

S.- Packaging Line exit detail
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PACKAGING & STACKING LINES

MACHINES

6.- Coil up and downender machine (Sequence 1), 7.- Coil up and downender machine (Sequence 2)

8.-Coil up and downender machine (Sequence 3)
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PACKAGING & STACKING LINES

MACHINES

9.- Coil upender for & t. weight.
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11.- Drawing of Slitting & Packaging Line.
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